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Antenna type AR0314IRXZDAB 
                   AR0314XZDAB 

OMNIDIRECTIONAL BROADBAND ANTENNA 174 ÷ 240 MHZ 

  

ELECTRICAL  DATA 

Frequency range  MHz 174 ÷ 240 
Bandwidth MHz 66 
Gain  typ. dBi 2.2 
VSWR band edges                   ≤2.6 
Nominal impedance Ω 50 
Polarization  V 
E beamwidth   typ. -3 dB 95° 
H beamwidth   typ. -3 dB 360° 
Max Power W               500 
Connector  N female  
Lightning protection All metal parts are D.C. grounded 

MECHANICAL  DATA 

 Closed dimensions mm. height 400 Ø 110 

Open dimensions mm. Length 600 height 620 

Weight  kg 2.4 

Ice protection polyvinyl chloride full radome 

MATERIALS 

Aluminium – Teflon – Brass – Stainless steel 

ACCESSORIES 

CODE TYPE DIMEN. WEIGHT 

Supis-03 VTR 40x500 0,9 kg. 

ORDERING AND PACKAGING INFORMATIONS 

AR0314XZ DAB 
elements removable 
threaded  

AR0314IRXZDAB  quick-fit elements 

PACKAGING cm. 
45x150x150 / weight 2.5 
Kg without clamp 
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●Antenna omnidirezionale per la banda VHF DAB  174÷ 240 MhZ. Studiata per impieghi fissi e mobili. 
Costruita di serie con copertura in cloruro di polivinile contro urti ed agenti atmosferici. Tutti gli 
elementi radianti, sono elettricamente collegati a massa. Per facilitare il trasporto, gli elementi sono 
ad innesto rapido (AR0314IRXZDAB) o svitabili (AR0314XZDAB). Di serie viene fornito il giunto di 
fissaggio Ø 30 mm. tra l’antenna ed il palo di sostegno ed il fattore K di calibrazione. 
● Omnidirectional antenna for the VHF DAB band (174–240 MHz), designed for mobile and fixed 
applications. Supplied as standard with a polyvinyl chloride (PVC) radome for impact and weather 
protection. All radiating elements are DC-grounded. For ease of transport, the elements are either 
quick-fit (AR0314IRXZDAB) or screw-detachable (AR0314XZDAB). A Ø30 mm mounting clamp 
between the antenna and the support mast, as well as the calibration K-factor, are supplied as 
standard. 
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